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PROJECT DESCRIPTION

GENERAL

THIS PORTION OF THE PROJECT INVOLVES THE MODIFICATION TO THE EXISTING TRAFFILC CONTROL SIGNAL TO INSTALL

LED TRAFFIC SIGNAL HEADS AND INSTALLATION OF ACCESSIBLE PEDESTRIAN SFGNALS AND COUNTDOWN PEDESTRIAN
SIGNALS ACROSS THE NDRTH LEG AT THE INTERSECTION OF MD 27 (RIDGE ROAD) AND SWEEPSTAKES ROAD/MARLBORO
DRIVE IN MONTGOMERY COUNTY. MD. MO 27 (RIDGE RBAD) IS ASSUMED TO RUN IN A NORTH SOUTH DIRECTION.

INTERSECTION OPERATION

THE INTERSECTION OPERATION WILL REMAIN THE SAME.

TYPICAL MESSAGES FOR ACCESSIBLE PED SIGNALS

MD 27 (RIDGE ROAD) AND SWEEPSTAKES ROAD/MARLBORQO DRIVE

A. EQUIPMENT TO BE SUPPLIED BY THE SHA

CAT. CODBE QUANTITY DESCRIPTIDON °
900000 1 EACH VIDED INTERFACE EQUIPMENT: 1-4 CAME
900000 2 S.F. SHEET ALUMINUM SIGNS TO CANSIST OF

- 2 EACH R10-3{1) SIGN (9 IN.
TG CROSS RIDGE REBAD"

RAS

x 15 IN.) TO READ "PUSHBUTTON

1. MD 27 (RIDGE ROAD) AND SWEEPSTAKES ROAD/MARLBOR@ DRIVE
TYPICAL INTERSECTION, STREETS AT 90 DEGREES
WAIT: “WAIT TO CROSS RIBGE ROAD AT SWEEPSTAKES ROAD/MARLBORO DRIVE "%
WALK: RAPID TICK
WALK: “WALK SIGN ON TO CROSS RIDGE ROAD”

3 MESSAGE USED IF DISTANCE FROM NEAREST PUSHBUTTON FOR PERPIDICULAR CROSSING IS < 10°
¥%  MESSAGE USED IF CROSSWALK DIVERGES FRGM OR CONVERGES WITH PARALLEL TRAFFIC
NOTE: MESSAGES FOR INTERSECTION CONFIGURATIONS. VARYING FROM THE ABOVE

ARE TO BE APPROVED BY THE DIRECTOR. OFFICE OF TRAFFIC AND SAFETY

EQUIPMENT LIST "C"

C. EQUIPMENT TO BE REMOVED AND RETURNED TO SHA
ALL REMBVED SIGNAL MATERIALS SHALL BECOME PROPERTY OF THE CONTRACTOR

CONTROLLER REQUIREMENTS

THE EXTSTING POLE MOUNTED CABINET AND CONTROLLER WILL BE USED. SHA FORCES TO INSTALL YIDED
INTERFACE EQUIPMENT.

MAINTENANCE OF TRAFFIC

THE FOLLOWING TRAFFIC CONTROL STANDARDS SHALL BE REFERENCED FOR THE PROJECT.
ADDITIONAL TRAFFIC CONTROL STANDARDS MAY BE USED AS DIRECTED BY THE ENGINEER.

STANDARD NO. MD—104.02-02 (SHOULDER WORK)
STANDARD NO. MD—104.02-04 (LANE SHIFT)

STANDARD NO. MRP-104.06—07 (MOBILE SERVICE WORK/INTERSECTION)

PROJECT CONTACTS

THE CONTACT PERSONS FOR SHA ARE AS FOLLOWS:

MR. CEDRIC WARD, MONTGOMERY MR. KAMAL HAMUD
PHONE: (30%1) 513-7358 MONTGOMERY COUNTY TMC
ASSISTANT DISTRICT ENGINEER — TRAFFIC PHONE: (240) 777-8761
MR. VERNON STINNETT MR. RICHARD L. DAFF,
ASSISTANT DISTRICT ENGINEER — MAINTENANCE CHIEF. TRAFFIC OPERAT
PHONE: (301) 513-7304 PHONE: {410) 787-7630
MR. VICTOR GRAFTON MR. EDWARD RODENHIZER
UTILITY ENGINEER SIGNAL DPERATIENS MAN

PHONE: (301) 513-7351 PHONE: (410) 78?—?652
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2—CONDUCTOR ELECTRICAL
CABLE (NO. 14 A.W.G.)

DEO CAMERA BETECTION

VI
LEAD—IN CABLE

STRANDED BARE COPPER
GROUND WIRE (NO. 6 A.W.G.)

(&)

MICROLDOP PROBE LEAD-IN

ML — MICROLOOP PROBE SET

4 — 34 IN. X 10 FT. GROUND ROD

_EQUIPMENT LIST "B

B. EQUIPMENT TO BE FURNISHED AND/OR INSTALLED BY THE CONTRACTOR

& ASSOCIATES,

801 South Caraline Street, Bzltimore, Maryland 21251

CAT. CODE QUANTITY DESCRIFTION
203030 2 C.Y TEST PIT EXCAVATION
585621 115 L.F. 12 INCH WHITE PREFORMED THERMOPLASTIC PAVEMENT MARKING L INES
585625 100 L.F. 24 TNCH WHITE PREFORMED THERMOPLASTIC PAVEMENT MARKING LINES
801004 2 C.Y CONCRETE FOR SIGNAL FOUNDATION
801104 16 L.F. WOOD SiGN SUPPORTS 4 INCH X 4 INCH
802145 1 EACH ADJUST EXISTING HANDHOLE
802501 100 L.F. NO. 6 AWG STRANDED BARE COPPER GROUND WIRE
805125 400 L.F. 2 INCH SCHEDULE 80 RIGID PYC CONDUIT - TRENCHED
805135 25 L.F. 3 INCH SCHEDULE 80 RIGID PVC CONDULT — TRENCHED
805145 75 L.F. 2 INCH SCHEDULE 80 RIGID PVC CONDUIT — SLOTTED
805155 155 L.F. 4 INCH SCHEDULE 80 RIGID PVC CONDUIT — SLOTTED
805160 10 L.F. 1 INCH L IQUID TIGHT FLEXIBLE NON-METALLIC CONDUIT FOR
. DETECTOR SLLEEVE
810550 2 EACH MICROLOOP PROBE, 500 FOOT LEAD IN CABLE
811001 4 EACH FURNTSH AND [NSTALL ELECTRICAL HANDHOLE
813015 2 S.F. INSTALL DVERHEAD SIGN
813023 10 S.F. RELOCATE EXISTING GROUND MOUNTED $1GNS
816001 2 EACH VIDEQ DETECTION CAMERA
816005 2 EACH CONTRCOL CABLE, 250 FOOT, YIDED DETECTION CAMERA TO CONTROLLER
818004 2 EACH 10 FOOT BREAKAWAY PEDESTAL POLE
837001 2 EACH GROUND ROD — 3/4 INCH DIAMETER X 10 FOOT LENGTH
860284 24 EACH 12 INCH LED VEHICULAR TRAFFIC SIGNAL HEAD SECTION
861105 175 L.F. ELECTRICAL CABLE — 2 CONDUCTOR (ND. 14 AKG)
861107 185 L.F. ELECTRICAL CABLE — 5 CONDUCTOR (NO. 14 AWG)
862102 70 L.F. SAW CUT FOR SIGNAL ¢(LDOP DETECTOR)
olololely 2 EACH 16 INCH COUNTDOWN PEDESTRIAN SIGNAL HEAD
800000 2 EACH AUDTBLE/TACTILE PEDESTRIAN PUSHBUTTON STATION
800000 1 EACH 2 INCH BLIND COUPLING FOR TRAFFIC SIGNAL STRUCT. WELDED & GALY
800000 1 EACH AUDIBLE/TACTILE PEDESTRIAN PUSHBUTTON BASE UNIT
800000 1L.8. REMOYE AND DISPOSE OF EXISTING MATERIAL AND EQUIPMENT
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